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Disclosure  to  explain  an  automated  system which  detects  powder  low  flowability  and  executes  an  arch 
recovery increasing the powder flow and allowing successful powder loading for 3D systems. 





threshold.  This  arch recovery will quickly close  the valves  causing  a pressure  surge  (phenomenon known 
as hydraulic shock or water hammer) which will unstuck the powder from the tank walls and increase the 
powder  flow reducing loading time and optimizing the powder usage. This arch recovery was limited to a 
maximum  of  one  time  per  load,  but  it  has  been  found  to  be  insufficient  in  some  cases.  This  disclosure 
proposes an increase on the arch recoveries depending on the powder flow detection during the load. 
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The  loading architecture in 3D MJF systems, consists  in a  recycled  tank and a  fresh powder supply. Both 
powders will be mixed in the mixer system according on the user required fresh‐recycled ratio. 
The  powder  stored  in  the  recycler  tank  is  being  reused  and  can  be  influenced  by  external  conditions 
(temperature and humidity) causing a worse behavior than fresh powder in terms of flowability. 
The  powder  type  will  contribute  too  to  a  different  behavior  during  its  transportation.  For  some  clients 
working  in  some  particular  conditions  it  might  be  frequent  to  find  powder  attached  to  the  system 
components (recycler  tank walls). 
When a  load  is executed  in a processing  station,  the user will  request  the amount of  fresh and  recycled 
powder material desired. For all cases where the ratio of recycled material is different to zero, the system 













This disclosure  proposes  that  every time  that  the  system detects  low powder  flowing would be able  to 
repeat the arch recovery process in order to release powder from the tank walls. 
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